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Abstract—This paper addresses the problem of sparse recovery
with graph constraints in the sense that we can take additive
measurements over nodes only if they induce a connected sub-
graph. We provide explicit measurement constructions for several
special graphs. A general measurement construction algorithm
is also proposed and evaluated. For any given graphG with n

nodes, we derive order optimal upper bounds of the minimum
number of measurements needed to recover anyk-sparse vector
over G (MG

k,n). Our study suggests thatMG
k,n may serve as a

graph connectivity metric.

I. I NTRODUCTION

Network monitoring is an important module in the operation
and management of communication networks, where network
performance characteristics, such as traffic transmissionrates
and router queueing delays, should be monitored. Since moni-
toring each object in the network directly can be operationally
difficult or even infeasible, the topic of inferring internal
characteristics using information from indirect end-to-end (ag-
gregate) measurements, known as Network Tomography, has
been widely explored recently [7], [10], [12], [20], [22], [25],
[33].

In practice, the total number of aggregate measurements
we can take is small compared with the size of the network.
However, we can indeed extract the most dominating ele-
ments of a high-dimensional signal from low-dimensional non-
adaptive measurements. With the signal itself being sparse,
i.e. most entries are zero, the recovered signal can be exact
even though the number of measurements is much smaller
than the dimension of the signal. One practical example is that
only a small number of bottleneck links in the communication
networks experience large delays.Sparse Recoveryaddresses
the problem of recovering sparse high-dimensional signals
from low-dimensional measurements, and has two different
but closely related problem formulations. One isCompressed
Sensing[4], [8], [9], [16], [17], [21], where the signal is rep-
resented by a high-dimensional real vector, and an aggregate
measurement is the arithmetical sum of the corresponding real
entries. The other isGroup Testing[18], [19], where the high-
dimensional vector is logical, and a measurement is a logical
disjunction (OR) on the corresponding logical values.

One key question in both compressed sensing and group
testing is to design a small number of non-adaptive measure-
ments (either real or logical) such that all the vectors (either
real or logical) up to certain sparsity (the support size of
a vector) can be correctly recovered. Most existing results,
however, rely critically on the assumption that any subset

of the values can be aggregated together [8], [16], which is
not realistic in the network monitoring problem. Here only
objects that can form a path or a cycle on the graph [22], or
induce a connected subgraph can be combined together in the
same measurement. Only a few recent works consider graph
topological constraints in compressed sensing [13], [21],[24],
[31], [32] and group testing [2], [11], [23], [26], [29].

Though motivated by the network monitoring application,
beyond networks. Indeed, this formulation abstractly models
that certain elements cannot be measured together in a com-
plex system. Thus, our work can be useful to other applications
besides network tomography.

Here are the main contributions of this paper.
(1) We provide explicit measurement constructions for dif-
ferent graphs. Moveover, the number of our measurements
improves over the existing estimates (e.g. [11], [31]) of the
minimum number of measurements required to recover sparse
vectors over graphs. (Section III)
(2) We propose a design guideline based onr-partition for
general graphs and further show some of its properties. (Sec-
tion IV-A)
(3) A simple measurement design algorithm is proposed for
general graphs. (Section IV-B) We evaluate its performance
both theoretically and numerically. (Section V)

We now start with Section II to introduce the model and
problem formulation.

II. M ODEL AND PROBLEM FORMULATION

Consider a graphG = (V,E), whereV denotes the set
of nodes with cardinality|V | = n andE denotes the set of
links. Each nodei is associated with a real numberxi, and
we say vectorx = (xi, i = 1, ..., n) is associated withG. Let
T = {i | xi 6= 0} denote the support ofx, and let‖x‖0 = |T |
denote the number of non-zero entries ofx, we sayx is a
k-sparse vector if‖x‖0 = k.

Let S ⊆ V denote a subset of nodes inG. Let ES denote
the subset of links with both ends inS, thenGS = (S,ES)
is the induced subgraph ofG. We have the following two
assumptions throughout the paper:
(A1): A set S of nodes can be measured together in one
measurement if and only ifGS is connected.
(A2): The measurement is an additive sum of values at the
corresponding nodes.

(A1) captures the graph constraints. One practical example
is a sensor network where the nodes represent sensors and the
links represent feasible communication between sensors. For
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the setS of nodes that induce a connected subgraph, one node
u in S monitors the total values corresponding to nodes inS.
Every node inS obtains values from its children, if any, on
the spanning tree rooted atu, aggregates them with its own
value and sends the sum to its parent. Then the fusion center
can obtain the sum of values corresponding to all the nodes
in S by only communicating withu. (A2) follows from the
additive property of many network characteristics, e.g. delays
and packet loss rates [22]. However, compressed sensing can
also be applied to cases where (A2) does not hold, e.g., the
measurements can be nonlinear as in [5], [27].

Let y ∈ Rm (m ≪ n) denote the vector ofm measure-
ments. LetA be anm× n measurement matrix withAij = 1
(i = 1, ...,m, j = 1, ..., n) if and only if nodej is included
in the ith measurement andAij = 0 otherwise. Then we have
y = Ax. We sayA can identify allk-sparse vectors if and only
if Ax1 6= Ax2 for every two different vectorsx1 andx2 that
are at mostk-sparse. The advantage of sparse recovery is that
with the non-adaptive measurement matrixA, it can identify
n-dimensional vectors fromm (m ≪ n) measurements as
long as the vectors are sparse.
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Fig. 1. Network Example

With the above assumptions,A is a0-1 matrix and for each
row of A, the set of nodes that correspond to ‘1’ should form
a connected induced subgraph ofG. In Fig. 1, we can measure
nodes inS1 andS2 separately, and the measurement matrix is

A =

[

1 1 1 0 1 1 0 0
0 0 1 1 0 0 1 1

]

.

We remark here that in group testing with graph constraints,
the requirements for the measurement matrixA are the same,
while group testing differs from compressed sensing only in
that (1)x is a logical vector, and (2) the operation used in each
group testing measurement is the logical “OR”. All arguments
and results in this paper are in the compressed sensing setupif
not otherwise specified, and we also compare our results with
group testing for special networks. Note that for recovering
1-sparse vectors, the numbers of measurements required by
compressed sensing and group testing are the same.

Given a graphG with n nodes, letMG
k,n denote the mini-

mum number of non-adaptive measurements needed to identify
all k-sparse vectors associated withG. Let MC

k,n denote the
minimum number of non-adaptive measurements needed in a
complete graph withn nodes. In complete graphs, since any
subset of nodes can be measured together, any0-1 matrix is
a feasible measurement matrix. Existing results [4], [9], [30]
show that with overwhelming probability a random0-1 matrix

TABLE I
SUMMARY OF KEY NOTATIONS

Notation Meaning
GS Subgraph ofG induced byS
MG

k,n Minimum number of measurements needed to recoverk-sparse
vectors associated withG of n nodes.

MC
k,n Minimum number of measurements needed to recoverk-sparse

vectors associated with a complete graph ofn nodes.
f(k, n) Number of measurements constructed to recoverk-sparse

vectors associated with a complete graph ofn nodes

with O(k log(n/k)) rows1 can identify all k-sparse vectors,
and we can recover the sparse vector byℓ1-minimization,
which returns the vector with the leastℓ1-norm2 among those
that can produce the obtained measurements. Then we have

MC
k,n = O(k log(n/k)). (1)

We will use (1) for the analysis of construction methods.
Explicit constructions of measurement matrices for complete
graphs also exist, e.g., [1], [4], [14], [15], [30]. We will use
f(k, n) to denote the number of measurements to recoverk-
sparse vectors associated with the complete graph ofn nodes
by a particular measurement construction method, andf(k, n)
varies for different construction methods. The key notations
are summarized in Table I.

The questions we would like to address in the paper are:

• Given graphG, what is the correspondingMG
k,n?

• How to explicitly design measurements such that the total
number of measurements is close toMG

k,n?

III. SPARSERECOVERY OVERSPECIAL GRAPHS

In this section, we consider four kinds of special graphs:
one-dimensional line/ring network, ring with each node con-
necting to four closest neighbors, two-dimensional grid and
a tree. We construct measurements for each graph and later
generalize the construction ideas obtained here to general
graphs in Section IV.

A. Line and Ring

First consider one-dimensional line/ring network as shown
in Fig. 2. When later comparing the results here with those in
Section III-B one can see that the number of measurements
required to recover sparse vectors can be significantly different
in two graphs that only differ from each other with a small
number of links.

In a line/ring network, there is not much freedom in the
measurement design since only consecutive nodes can be mea-
sured together from assumption (A1). In fact, [23], [26] show
that ⌈n+1

2 ⌉ (or ⌈n
2 ⌉) measurements are both necessary and

sufficient to recover1-sparse vectors associated with a line (or
ring) network withn nodes. Therefore,Θ(n) measurements

1We use the notationsg(n) ∈ O(h(n)), g(n) ∈ Ω(h(n)), or g(n) =
Θ(h(n)) if asn goes to infinity,g(n) ≤ ch(n), g(n) ≥ ch(n) or c1h(n) ≤
g(n) ≤ c2h(n) eventually holds for some positive constantsc, c1 and c2
respectively.

2The ℓp-norm (p ≥ 1) of x is ‖x‖p = (
∑

i |xi|p)1/p, and ‖x‖∞ =
maxi |xi|.
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Fig. 2. (a) line network (b) ring network

are required to recover even one non-zero element associated
with a line/ring network.

We next constructk⌈ n
k+1⌉+ 1 measurements to recoverk-

sparse vectors (k ≥ 2) associated with the line/ring network.
Let t = ⌈ n

k+1⌉. For every1 ≤ i ≤ kt+1, theith measurement
goes through all the nodes fromi to min(i+ t− 1, n).

Theorem 1. k⌈ n
k+1⌉ + 1 above measurements are sufficient

to identify all k-sparse vectors associated with a line/ring
network withn nodes.

Proof: Consider matrixA(tk+1)×(tk+t) with its ith row
having ‘1’s from entryi to entryi+t−1 and ‘0’s elsewhere for
all 1 ≤ i ≤ tk+ 1. Then the firstn columns ofA correspond
to our measurement matrix. To prove the statement, we only
need to show thatA can identify allk-sparse vectors inRtk+t,
which happens if and only if every non-zero vectorz such that
Az = 0 holds has at least2k + 1 non-zero elements [8].

For each index1 ≤ k′ ≤ k, define a submatrixAk′ , which
consists of the firsttk′+1 rows and the firsttk′+t columns of
A. We claim that every non-zero vectorw such thatAk′w = 0

holds has at least2k′ +1 non-zero elements with at least two
non-zero elements in the lastt entries. We prove this claim
by induction overk′.

First considerA1. Note that its first row has ‘1’s from
column1 to t, and its last row has ‘1’s from columnt+ 1 to
2t. Because any two columns of the submatrixA1 are linearly
independent, for anyw 6= 0 such thatA1w = 0, w must have
at least three non-zero elements. Letj be the index of the last
non-zero element ofw. If j ≤ t, consider thejth row of A1

with its first ‘1’ entry in thejth column. The inner product of
the jth row andw is non-zero, contradicting the assumption
that A1w = 0. Then j ≥ t + 1 must hold. Then since the
inner product betweenw and the last row ofA1 is zero, at
least two non-zero elements exist in the lastt entries ofw.

Now suppose the claim holds forAk′ , consider a non-zero
vectorw such thatAk′+1w = 0 holds. Note that the vector
of the first tk′ + t positions ofw, denoted byŵ, satisfies
Ak′ŵ = 0. We remark thatŵ 6= 0. If ŵ = 0, let j denote
the index of the first non-zero element ofw, and we have
j ≥ tk′ + t+1. Consider the(j +1− t)th row of Ak′+1 with
its last ‘1’ entry in columnj. Then the inner product of this
row with w is non-zero, which is a contradiction.

Sinceŵ 6= 0, from the induction assumption, it has at least
2k′+1 non-zero elements with at least two non-zero elements
in its last t elements. Now consider the last2t elements of
w and the lastt+ 1 measurements inAk′+1. From a similar
argument for the case ofA1, we know thatw must have at

least two non-zero elements in the lastt positions. Sow has
at least2(k′ + 1) + 1 non-zero elements.

By induction overk′, everyw 6= 0 satisfyingAw = 0 has
at least2k+ 1 non-zero entries. This completes the proof.

Theorem 1 implies that we can save about⌊ n
k+1⌋ mea-

surements but still be able to recoverk-sparse vectors in a
line/ring network via compressed sensing. However, for group
testing associated with a line/ring network, one can check
that n measurements are necessary to recover more than one
non-zero element. The key is that every node should be the
endpointat least twice, where the endpoints are the nodes at
the beginning and the end of a measurement. The endpoints of
a measurement can be a same node. If nodeu is an endpoint
for at most once, then it is always measured together with
one of its neighbors, sayv, if ever measured. Then whenv
is ‘1’, we cannot determine the value ofu, either ’1’ or ’0’.
Therefore, to recover more than one non-zero element, we
need at least2n endpoints, and thusn measurements.

B. Ring with nodes connecting to four closest neighbors

We know from Section III-A that⌈n/2⌉ measurements are
necessary to recover even one non-zero element associated
with a ring network. Now consider a graph with each node
directly connecting to its four closest neighbors as in Fig.3
(a), denoted byG4. G4 is important to the study of small-world
networks [28].G4 hasn more links than the ring network,
but we will show that the number of measurements required
by compressed sensing to recoverk-sparse vectors associated
with G4 significantly reduces fromΘ(n) to O(k log(n/k)).

Throughout the paper, given a graphG = (V,E), we say
S forms a hub for U if GS is connected, and for everyu
in U , there existss in S such that(u, s) ∈ E. Clearly the
set of all the odd nodes, denoted byTo, form a hub for the
set of all the even nodes, denoted byTe. Given ak-sparse
vectorx, let xo andxe denote the subvectors ofx with odd
and even indices. Thenxo andxe are at mostk-sparse. The
sum of entries inxo, denoted byso, can be obtained by one
measurement, and similarly for the sumse of the entries of
xe. For any subsetW of Te, To ∪ W induces a connected
subgraph and thus can be measured by one measurement. We
can obtain the sum of values corresponding to nodes inW by
measuring nodes inTo ∪W and then subtractingso from the
sum. For example in Fig. 3 (b) and (c), in order to measure
the sum of the pink nodes 2, 8 and 10, we measure the sum of
pink nodes and all the black odd nodes, and then subtractso

from the obtained summation. Though the subgraph induced
by Te are not complete, we can indeed freely measure nodes
in Te with the help of the hubTo. ThereforeMC

k,⌊n/2⌋ + 1

measurements are enough to recoverxe ∈ R⌊n/2⌋, where the
additional one measurement measuresso. Similarly, we can
useTe as a hub to recover the subvectorxo ∈ R⌈n/2⌉ with
MC

k,⌈n/2⌉ + 1 measurements, and thusx is recovered. From
above, we have

Theorem 2. All k-sparse vectors associated withG4 can be
recovered withMC

k,⌊n/2⌋+MC
k,⌈n/2⌉+2 measurements, which
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Fig. 3. Sparse recovery on graphG4

is O(2k log(n/(2k))) + 2.

Theorem 2 is important in the following three aspects.
Firstly, from ring network toG4, although the number

of links only increases byn, the number of measurements
required to recoverk-sparse vectors significantly reduces from
Θ(n) to O(2k log(n/(2k))) + 2. Besides, this value is in the
same order asMC

k,n, while the number of links inG4 is only
2n compared withn(n− 1)/2 links in a complete graph.

Secondly, the idea of using a hub to design the measure-
ments is very important for our later results. If setS can
serve as a hub forU in graphG, then the induced graphGU

is “almost equivalent” to a complete subgraph in the sense
that we can measure any subset of nodes inU freely via
S. The number of measurements required to recoverk-sparse
vectors associated withU is MC

k,|U| + 1 with one additional
one measurement for the hub.

Thirdly, our estimateO(2k log(n/(2k))) + 2 on the min-
imum number of measurements required to recoverk-sparse
vectors greatly improves over the existing results in [11],[31],
both of which are based on the mixing time of a random
walk. The mixing timeT (n) is the smallestt′ such that a
random walk of lengtht′ starting at any node inG ends up
having a distributionµ′ with ‖µ−µ′‖∞ ≤ 1/(2cn)2 for some
c ≥ 1, whereµ is the stationary distribution over the nodes
of a standard random walk over the graphG. [31] proves that
O(kT 2(n) logn) measurements can identifyk-sparse vectors
with overwhelming probability by compressed sensing. [11]
usesO(k2T 2(n) log(n/k)) measurements to identifyk non-
zero elements by group testing. InG4, one can easily see that
T (n) should be at leastn/4. Then both results provide no
saving in the number of measurements forG4 as the mixing
time isΘ(n).

Besides the explicit measurement construction described
before Theorem 2, we can also recoverk-sparse vectors with
O(log n) random measurements with high probability. We
need to point out that these random measurements do not
depend on the measurements of a complete graph.

Consider ann-step Markov chain{Xk, 1 ≤ k ≤ n} with
X1 = 1. For anyk ≤ n − 1, if Xk = 0, thenXk+1 = 1;
if Xk = 1, thenXk+1 can be 0 or 1 with equal probability.
Clearly any realization of this Markov chain does not contain
two or more consecutive zeros, and thus is a feasible row of
the measurement matrix. Moreover,

Theorem 3. With high probability allk-sparse vectors asso-
ciated withG4 can be recovered withO(g(k) log n) measure-
ments obtained from the above Markov chain, whereg(k) is
a function ofk.

Proof: See Appendix.
Adding n links in the form (i, i + 2(modn)) to the ring

network greatly reduces the number of measurements needed
from Θ(n) to O(log n). Then how many links in the form
(i, i + 2(modn)) shall we add to the ring network such that
the minimum number of measurements required to recoverk-
sparse vectors is exactlyΘ(logn)? The answer isn−Θ(logn).
To see this, letG4

h denote the graph obtained by deletingh
links in the form(i, i + 2(modn)) from G4. For example in
Fig. 3 (d), we delete links(3, 5), (8, 10) and (9, 11) in red
dashed lines fromG4. Given h, our following results do not
depend on the specific choice of links to remove. We have

Theorem 4. The minimum number of measurements required
to recover k-sparse vectors associated withG4

h is lower
bounded by⌈h/2⌉, and upper bounded by2MC

k,⌈n
2
⌉ + h+ 2.

Proof: Let D denote the set of nodes such that for every
i ∈ D, link (i−1, i+1) is removed fromG4. The proof of the
lower bound follows the proof of Theorem 2 in [26]. The key
idea is that recovering one non-zero element inD is equivalent
to recovering one non-zero element in a ring network withh
nodes, and thus⌈h/2⌉ measurements are necessary.

For the upper bound, we first measure nodes inD separately
with h measurements. LetS contain the even nodes inD
and all the odd nodes.S can be used as a hub to recover
the k-sparse subvectors associated with the even nodes that
are not inD, and the number of measurements used is at
most MC

k,⌊n
2
⌋ + 1. We similarly recoverk-sparse subvectors

associated with odd nodes that are not inD using the set of
the odd nodes inD and all the even nodes as a hub. The
number of measurements is at mostMC

k,⌈n
2
⌉ + 1. Sum them

up and the upper bound follows.
Together with (1), Theorem 4 directly implies that if

Θ(logn) links in the form (i, i + 2(modn)) are deleted
from G4, thenΘ(logn) measurements are both necessary and
sufficient to recoverk-sparse vectors associated withG4

Θ(log n)

for any constantk. Moreover, the lower bound in Theorem 4
implies that if the number of links removed isΩ(log n), then
the number of measurements required for sparse recovery is



(a) The set of black nodes as a hub (b) Measure pink nodes via the hub

Fig. 4. Sparse recovery on two-dimensional grid

alsoΩ(logn). Thus, we need to addn− Θ(logn) links to a
ring network such that the number of measurements required
for sparse recovery is exactlyΘ(logn).

Since the number of measurements required by compressed
sensing is greatly reduced when we addn links to the ring
network, one may wonder whether the number of measure-
ments needed to locatek non-zero elements by group testing
can also be greatly reduced or not. Our next result shows that
this is not the case for group testing.

Proposition 1. ⌊n/4⌋ measurements are necessary to locate
two non-zero elements associated withG4 by group testing.

Proof: Suppose two non-zero elements are on nodes2i−1
and2i for some1 ≤ i ≤ ⌊n

2 ⌋. We view nodes2i− 1 and2i
as a group for everyi (1 ≤ i ≤ ⌊n

2 ⌋), denoted byBi. If both
nodes inBj are ‘1’s for somej, then every measurement that
passes either node or both nodes inBi is always ‘1’. Consider
a reduced graph withBi, ∀i as nodes, and link(Bi, Bj) (i 6= j)
exists only if inG4 there is a path from a node inBi to a node
in Bj without going though any other node not inBi or Bj .
The reduced network is a ring with⌊n

2 ⌋ nodes, and thus⌊n/4⌋
measurements are required to locate one non-zero element in
the reduced network. Then the lower bound follows.

By Theorem 2 and Proposition 1, we observe that inG4,
with compressed sensing the number of measurements needed
to recoverk-sparse vectors isO(2k log(n/(2k))), while with
group testing,Θ(n) measurements are required ifk ≥ 2.

C. Two-dimensional grid

Next we consider the two-dimensional grid, denoted byG2d.
G2d has

√
n rows and

√
n columns. From now on we skip ‘⌈·⌉’

and ‘⌊·⌋’ for notational simplicity, but note that the number of
nodes should always be an integer.

We assume
√
n to be even here for notational simplicity,

and the result can be easily modified for the case that
√
n is

odd. The idea of measurement construction is similar to that
for graphG4. First, LetS1 contain the nodes in the first row
and all the nodes in the odd columns. ThenS1 can be used as
a hub to measurek-sparse subvectors associated with nodes
in V \S1, as shown in Fig. 4. The number of measurements
is MC

k,(n/2−√
n/2)

+ 1. Then letS2 contain the nodes in the
first row and all the nodes in the even columns, and useS2

as a hub to recover up tok-sparse subvectors associated with
nodes inV \S2. Then number of measurements required is also

MC
k,(n/2−√

n/2)
+1. Finally, use nodes in the second row as a

hub to recover sparse subvectors associated with nodes in the
first row. Since nodes in the second row are already identified
in the above two steps, then we do not need to measure the
hub separately in this step. The number of measurements here
is MC

k,
√
n
. Therefore,

Theorem 5. The number of measurements needed to re-
cover k-sparse vectors associated withG2d is at most
2MC

k,n/2−√
n/2

+MC
k,
√
n
+ 2.

D. Tree

Next we consider a tree topology as in Fig. 5. For a given
tree, the root is treated as the only node in layer 0. The nodes
that aret steps away from the root are in layert. We say the
tree has depthh if the farthest node ish steps away from the
root. Letni denote the number of nodes on layeri, andn0 = 1.
We construct measurements to recover vectors associated with
a tree by the followingtree approach.

root

layer 1

layer 2

layer 3

1

2 3 4

5 6 7

8 9 10

Fig. 5. Tree topology

We recover the nodes layer by layer starting from the root,
and recovering nodes in layeri requires that all the nodes
above layeri should already be recovered. First measure the
root separately. When recovering the subvector associatedwith
nodes in layeri (2 ≤ i ≤ h), we can measure the sum of any
subset of nodes in layeri using some nodes in the upper layers
as hub and then delete the value of the hub from the obtained
sum. One simple way to find a hub is to trace back from nodes
to be measured on the tree simultaneously until they reach one
same node. For example in Fig. 5, in order to measure nodes
5 and 7 together, we will trace back to the root and measure
nodes 1, 2, 3, 5, and 7 together and then subtract the values
of nodes 1, 2, and 3, which are already identified when we
recover nodes in the upper layers. With this approach, we have,

Theorem 6.
∑h

i=0 M
C
k,ni

measurements are enough to recover
k-sparse vectors associated with a tree with depthh, where
ni is the number of nodes in layeri.

IV. SPARSERECOVERY OVERGENERAL GRAPHS

In this section we consider recoveringk-sparse vectors over
general graphs. The graph is assumed to be connected. If not,
we simply treat each component as a connected subgraph and
design measurements to recoverk-sparse subvectors associated
with each subgraph separately.

Inspired by the construction methods in Section III, in
Section IV-A we propose a general design guideline based
on “r-partition” which will be introduced soon. The key idea



is to divide the nodes into a small number of groups such
that nodes in the same group are connected to one hub, and
thus can be measured freely with the help of the hub. We
use the Erd̋os-Rényi random graph as an example to illustrate
the design guideline based onr-partition. Since finding the
minimum number of such groups in general turns out to be
NP-hard, in Section IV-B we propose a simple algorithm to
design a small number of measurements to recoverk-sparse
vectors associated with any given graph.

A. Measurement Construction Based onr-partition

In G4, we divide nodes into odd nodesTo and even nodesTe

and use each set as a hub for the other set. In general graphs,
we extend this idea and have the following definition:

Definition 1 (r-partition). GivenG = (V,E), disjoint subsets
Ni (i = 1, ..., r) of V form anr-partition of G if and only if
these two conditions both hold: (1)∪r

i=1Ni = V , and (2)∀i,
V \Ni is a hub forNi.

Clearly,To andTe form a2-partition of graphG4. With the
above definition, we have

Theorem 7. If G has anr-partition Ni (i = 1, ..., r), then the
number of measurements needed to recoverk-sparse vectors
associated withG is at most

∑r
i=1 M

C
k,|Ni| + r, which is

O(rk log(n/k)) + r.

Proof: Note thatMC
k,|Ni| + 1 measurements (with one

additional measurement forV \Ni) are enough to recoverk-
sparse subvector associated withNi via its hubV \Ni.

We next apply this result to the Erdős-Rényi random graph
G(n, p), which containsn nodes and there exists an link
between any two nodes independently with probabilityp. Note
that if p ≥ (1 + ǫ) logn/n for some constantǫ > 0, G(n, p)
is connected almost surely [6].

Theorem 8. For Erdős-Rényi random graphG(n, p) with p =
β logn/n, if β ≥ 2+ ǫ for some constantǫ > 0, then any two
disjoint subsetsN1 andN2 of nodes with|N1| = |N2| = n/2
form a 2-partition with high probability. Moreover, with high
probability the number of measurements needed to recoverk-
sparse vectors associated withG(n, p) is at most2MC

k,n/2+2,
which isO(2k log(n/(2k))) + 2.

Proof: Let N1 be any subset ofV with |N1| = n/2, and
let N2 = V \N1. ThenGN1

andGN2
are both Erd̋os-Rényi

random graphs withn/2 nodes, and are connected almost
surely whenp ≥ (2 + ǫ) logn/n.

We claim that with high probability, for everyu ∈ N1,
there existsv ∈ N2 such that(u, v) ∈ E. Let P1 denote the
probability that there exists someu ∈ N1 such that(u, v) /∈ E
for everyv ∈ N2. Then

P1 =
∑

u∈N1

(1− p)n/2 =
n

2
(1− β logn/n)n/2

=
n

2
(1 − β logn

n
)

n
β log n

·β log n
2 ≤ n

2
e−

β log n
2 ≤ n−ǫ/2

2
,

where the last inequality holds fromβ ≥ 2+ ǫ. ThenP1 goes
to zero asn goes to infinity, and the claim follows. Similarly,
one can prove that with high probability for everyv ∈ N2,
there existsu ∈ N1 such that(u, v) ∈ E.

Then with high probabilityN1 andN2 form a 2-partition.
The second statement follows from Theorem 7.

[11] considers group testing over Erdős-Rényi random
graphs and shows thatO(k2 log3 n) measurements are enough
to identify up to k non-zero entries in ann-dimensional
logical vector provided thatp = Θ(k log2 n/n). Here with
compressed sensing setup and 2-partition results, we can
recoverk-sparse vectors inRn with O(2k log(n/(2k))) + 2
measurements whenp > (2+ǫ) log n/n for someǫ > 0. Note
that this result also improves over the previous result in [31],
which requiresO(k log3 n) measurements for compressed
sensing onG(n, p).

From Theorem 7, the number of measurements used is
closely related to the valuer. In general one wants to reduce
r so as to reduce the number of measurements. Given graph
G and integerr, the question that whether or notG has an
r-partition is calledr-partition problem. In fact,

Proposition 2. ∀r ≥ 3, r-partition problem is NP-complete.

Please refer to Appendix for its proof. We remark that we
cannot prove the hardness of the2-partition problem though
we conjecture it is also a hard problem.

B. Measurement Construction Algorithm for General Graphs

Section IV-A proposes ther-partition concept as a mea-
surement design guideline. But finding anr-partition with
the smallestr in general is NP-hard. Now given a connected
graphG, how shall we efficiently design a small number of
measurements to recoverk-sparse vectors associated withG?

One simple way is to find the spanning tree ofG, and
then use the tree approach in Section III-D. The depth of the
spanning tree is at leastR, whereR = minu∈V maxv∈V duv
is the radius ofG with duv as the length of the shortest path
betweenu andv. This approach only uses links in the spanning
tree, and the number of measurements used is large when the
radiusR is large. For example, the radius ofG4 in Fig. 3
is n/4, then the spanning tree approach uses at leastn/4
measurements, one for each layer. However, the number of
measurements can be as small asO(2k log(n/2k)) + 2 if we
take advantage of the additional links.

Here we propose a simple algorithm to design the measure-
ments for general graphs. The algorithm combines the ideas
of the tree approach and ther-partition. We still divide nodes
into a small number of groups such that each group can be
identified via some hub. Here nodes in the same group are the
leaf nodes of a spanning tree of a gradually reduced graph. A
leaf node has no children on the tree.

LetG∗ = (V ∗, E∗) denote the input graph. The algorithm is
built on the following two subroutines.Leaves(G, u) returns
the set of leaf nodes of a spanning tree ofG rooted atu.
Reduce(G = (V,E), u, H) deletesu from G and fully
connects all the neighbors ofu. Specifically, for every two



Subroutine 1 Leaves(G, u)
Input: graphG, root u

1 Find a spanning treeT of G rooted atu by breadth-first
search, and letS denote the set of leaf nodes ofT .

2 Return: S

Subroutine 2 Reduce(G, u, H)
Input: G = (V,E), He for eache ∈ E, and nodeu

1 V = V \u.
2 for each two different neighborsv andw of u do
3 if (v, w) /∈ E then
4 E = E ∪ (v, w), H(v,w) = H(v,u) ∪H(u,w) ∪ {u}.
5 end if
6 end for
7 Return: G, H

neighborsv andw of u, we add a link(v, w), if not already
exist, and letH(v,w) = H(v,u) ∪H(u,w)∪{u}, where for each
link (s, t) ∈ E, H(s,t) denotes the set of nodes, if any, that
serves as a hub fors andt in the original graphG∗. We record
H such that measurements constructed on a reduced graphG
can be feasible inG∗.

Given graph G∗, let u denote the node such that
maxv∈V ∗ duv = R, whereR is the radius ofG∗. Pick u
as the root and obtain a spanning treeT of G∗ by breadth-
first search. LetS denote the set of leaf nodes inT . With
V ∗\S as a hub, we can designf(k, |S|) + 1 measurements
to recover up tok-sparse vectors associated withS. We then
reduce the network by deleting everyu in S and fully connects
all the neighbors ofu. For the obtained reduced networkG, we
repeat the above process until all the nodes are deleted. Note
that when designing the measurements in a reduced graphG,
if a measurement uses link(v, w), then it should also include
nodes inH(v,w) so as to be feasible in the original graphG∗.

In each step treeT is rooted at nodeu wheremaxv∈V duv
equals the radius of the current graphG. Since all the leaf
nodes ofT are deleted in the graph reduction procedure, the

Algorithm 1 Measurement construction for graphG∗

Input: G∗ = (V ∗, E∗).
1 G = G∗, He = ∅ for eache ∈ E
2 while |V | > 1 do
3 Find the nodeu such thatmaxv∈V duv = RG, where

RG is the radius ofG. S =Leaves(G, u).
4 Designf(k, |S|)+ 1 measurements to recoverk-sparse

vectors associated withS using nodes inV \S as a hub.

5 for each u in S do
6 G = Reduce(G, u, H)
7 end for
8 end while
9 Measure the last node inV directly.

10 Output: All the measurements.

radius of the new obtained graph should be reduced by at least
one. Then we have at mostR iterations in Algorithm 1 until
only one node is left. Clearly we have,

Proposition 3. The number of measurements designed by
Algorithm 1 is at mostRf(k, n) + R + 1, whereR is the
radius of the graph.

We remark that the number of measurements by the span-
ning tree approach we mentioned at the beginning of Section
IV-B is also no greater thanRf(k, n) +R+ 1. However, we
expect that Algorithm 1 uses fewer measurements than the
spanning tree approach for general graphs, since Algorithm1
also considers links that are not in the spanning tree. And it
is verified in Experiment 1 in Section V.

V. SIMULATION

Experiment 1 (Effectiveness of Algorithm 1):Given a graph
G, we consider recovering1-sparse vectors associated with
G. Note thatMC

1,n = ⌈log(n + 1)⌉ and the corresponding
measurement matrix has the binary expansion ofi as column
i [18]. Algorithm 1 divides the nodes into groups such that
each group (except the last one) can be measured freely via
some hub. The last group only contains one node and can
be measured directly. The total number of measurements by
Algorithm 1 is

∑q−1
i ⌈log(ni+1)⌉+q, whereni is the number

of nodes in groupi andq is the total number of groups.
In Fig. 6, we gradually increase the number of links in

a graph withn = 1000 nodes. We start with a uniformly
generated random tree, and in each step randomly add25
links that do not already exist. All the results are averaged
over one hundred realizations. The number of measurements
constructed decreases from 73 to 30 when the number of links
increases fromn − 1 to 2n − 1. Note that the number of
measurements is already within3MC

1,n when the average node
degree is close to 4. The radius of the graph decreases from
13 to 7, and we also plot the upper bound in Proposition 3.
One can see that the number of measurements constructed can
be much less than the upper bound.

In Fig. 7, we consider the scale-free network with Barabási-
Albert (BA) model [3] where the graph initially hasm0

connected nodes, and each new node connects tom existing
nodes with a probability that is proportional to the degree of
the existing nodes. We start with a random tree of 10 nodes
and increase the total number of nodes from 64 to 1024. Every
result is averaged over one hundred realizations. One can see
that the number of measurements constructed is proportional
to logn, and decreases whenm increases.

Experiment 2 (Sparse Recovery Performance with Noise):
Compressed sensing theory indicates that ifA is a random
0-1 matrix, with overwhelming probability we can recover the
sparse vectorx0 thoughℓ1-minimization [8]. Here we generate
a graph withn = 500 nodes from BA model. Algorithm 1
divides nodes into four groups with 375, 122, 2 and 1 node
respectively. For each of the first two groups with sizeni

(i = 1, 2), we generate⌈ni/2⌉ random measurements each
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measuring a random subset of the group together with its hub.
We also measure the two hubs directly. Each of the three nodes
in the next two groups is measured directly by one measure-
ment. The generated matrixA is 254 by 500. We generate
a sparse vectorx0 with i.i.d. zero-mean Gaussian entries on
a randomly chosen support, and normalize‖x0‖2 to 1. To
recoverx0 from y = Ax0, one can runℓ1-minimization to
recover the subvectors associated with the first two groups,and
the last three entries ofx0 can be obtained from measurements
directly. However, note that every measurement for the first
two groups passes through its hub, then any error in a hub
measurement will affect every measurement for the group of
nodes using this hub. To address this issue, we propose to
use a modifiedℓ1-minimization in which the errors in the two
hubs are treated as entries of an augmented vector to recover.
Specifically, let the augmented vectorz = [xT

0 , e1, e2]
T and

the augmented matrixA′ = [A β γ], where e1 (or e2)
denotes the error in the measurement of the first (second)
hub, and the column vectorβ (or γ) has ‘1’ in the row
corresponding to the measurement of the first (or second)
hub and ‘0’ elsewhere. We then recoverz (and thusx0) from
y = A′z via ℓ1-minimization on each group. Fig. 8 compares
the recovery performance of our modified recovering method
and the traditionalℓ1-minimization, where the hub errorse1
ande2 are drawn from a Gaussian distribution with zero mean
and unit variance. For every support sizek, we randomly
generate one hundredk-sparse vectorsx0, and letxr denote
the recovered vector. Even with the hub errors, the average
‖xr−x0‖2 is within 10−6 whenx0 is at most 25-sparse by our
method, while byℓ1-minimization, the value is at least 0.5. We
also consider the case that besides errors in hub measurements,
every other measurement has i.i.d. zero-mean Gaussian noise.
Let w denote the noise vector and‖w‖2 is normalized to 2.
The average‖xr −x0‖2 here is smaller with our method than
that with ℓ1-minimization.

VI. CONCLUSION

This paper addresses the sparse recovery problem with
graph constraints. By providing explicit measurement con-
structions for different graphs, we derive upper bounds of

the minimum number of measurements needed to recover
vectors up to certain sparsity. It would be interesting to explore
corresponding tight lower bounds. Further efforts are also
needed to empirically evaluate the performance of different
recovery themes, especially when the measurements are noisy.

APPENDIX

A. Proof of Theorem 3

Let Am×n denote the matrix withm realizations of then-
step Markov chain. To prove the statement, from [8], we only
need to show that the probability that every2k columns ofA
are linearly independent goes to 1 asn goes to infinity.

Let AI be a submatrix ofA with columns inI, whereI
is an index set with|I| = 2k. Let ASjI (1 ≤ j ≤ ⌊m

2k ⌋) be
a submatrix ofAI formed by row2k(j − 1) + 1 to row 2kj
of AI . Let P I

d denote the probability that rank(AI)< 2k, and
let πI

d denote the probability that rank(ASjI )< 2k for given
j. Note that givenI, πI

d is the same for everyASjI , ∀j. Note
that rank(AI)< 2k implies that rank(ASjI )< 2k for each such
matrix ASjI , then

P I
d ≤ (πI

d)
⌊ m
2k

⌋. (2)

To characterizeπI
d, consider matrixB2k×2k with Bii = 0

for i = 2, 3, ..., 2k and Bij = 1 for all the other elements.
Since rank(B)= 2k, then

πI
d ≤ 1− P (ASjI is a row permutation ofB). (3)

One can check that in this Markov chain, for every1 ≤ i <
k ≤ n, P (Xk = 1 | Xi = 1) ≥ 1/2, P (Xk = 0 | Xi =
1) ≥ 1/4, P (Xk = 1 | Xi = 0) ≥ 1/2, andP (Xk = 1) ≥
1/2 by simple calculation. SinceB has (2k)! different row
permutations, one can calculate that

P (ASjI is a row permutation ofB) ≥ (2k)!/24k
2+2k−1.

(4)
Combining (2), (3) and (4), we have

P (every2k columns ofA are linearly independent)

=1− P (rank(AI) < 2k for someI with |I| = 2k)

≥1−
(

n

2k

)

P I
d ≥ 1−

(

n

2k

)

e−(2k)!( 1
2
)4k

2+2k−1⌊ m
2k

⌋, (5)



where the first inequality follows from the union bound. Then
if m = g(k) logn = (2k + 1)24k

2+2k−1 logn/(2k − 1)!,
from (5) we have the probability that every2k columns of
A are linearly independent is at least1 − 1/((2k)!n). Then
the statement follows.

B. Proof of Proposition 2

Since checking whether or notr given sets form anr-
partition takes polynomial time,r-partition problem is NP.

We will show ther-partition problem is NP-complete for
r ≥ 3 by proving that the NP-completer-coloring problem
(r ≥ 3) is polynomial time reducible to ther-partition
problem.

Let G = (V,E) and an integerr be an instance ofr-
coloring. For every(u, v) ∈ E, add a nodew and two links
(w, u) and(w, v). LetW denote the set of nodes added. Add a
link between every pair of nodes inV not already joined by a
link. Let H denote the augmented graph and letV ′ denote the
set of nodes inH . We claim that if there exists anr-partition
of H , then we can obtain anr-coloring ofG, and vice versa.

SupposeSi (i = 1, ..., r) form an r-partition of H . Note
that for every(u, v) ∈ E, u andv cannot belong to the same
setSi for any i. Supposeu andv both belong toSi for some
i. Let w denote the node inW that only directly connects to
u andv. If w ∈ Si, thenw has both neighbors in the same set
with w, contradicting the definition ofr-partition. If w /∈ Si,
thenHV ′\Si

is disconnected sincew does not connect to any
node inV ′\Si. It also contradicts the definition ofr-partition.
Thus, for every(u, v) ∈ E, nodeu andv belong to two sets
Si andSj with i 6= j. Then we obtain anr-coloring ofG.

Let Ci ⊂ V (i = 1, ..., r) denote anr-coloring of G. We
claim thatNi = Ci (i = 1, ..., r− 1), andNr = Cr ∪W form
anr-partition ofH . First note for everyu ∈ V , at least one of
its neighbors is not in the same set asu sinceHV is a complete
subgraph. For everyw ∈ W , w is directly connected tou andv
with (u, v) ∈ E. From the definition ofr-coloring,u andv are
in different setsCi andCj for somei 6= j. Therefore,w has
at least one neighbor that is not inNr. Second, we will show
HV ′\Ni

is connected for alli. HV ′\Nr
is in fact a complete

graph, and thus connected. For everyi < r, let Si := V \Ci,
thenV ′\Ni = Si ∪W . HSi

is a complete subgraph, and thus
connected. For everyw ∈ W , since its two neighbors cannot
be both inCi, then at least one neighbor belongs toSi, thus
HV ′\Nr

= HSi∪W is connected.Ni (i = 1, ..., r) indeed forms
an r-partition.
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